
3015L Fiber Laser Cutting 
Machine



Specifications:

Cutting Table:

Laser Power:

Laser Software:

Laser Cutting Head:

X/Y Axis Positioning Accuracy:

X/Y Axis Repositioning Accuracy:

Power:

Max. Acceleration:

Max. No-load Speed:

Max. Loading Weight:

Overall Dimensions (L*W*H)

1500x3000mm

1.5KW/2KW/3KW

Cypcut/2DCut Ahead

Boci BLT310 / Raytools

0.05mm

0.03mm

3 phase 415V/ 25A-32A

0.8G

80m/min

1000Kg

4600x2300x1750mm

Suitable Materials for Laser Cutting: 

Carbon steel - Stainless steel - Aluminum alloy – Brass– Copper 

- Galvanized Steel - Titanium 



Features:
• Compact design 
Whole machine can be easily loaded into 20 foot container, it will only take 4-8 hours for 
installation and commissioning.

• Pipe Welding Frame 
Whole machine is machined by high accuracy CNC gantry machine center, 600° C heat treatment 
has been done on the machine frame, which gives Alpha laser cutting machine a minimum 20 
years life without mechanical distortion. 

• CypcutE CNC Controller 
Friendess CypCutE 2D cutting software is for medium power EtherCAT cutting system. CypCutE is 
easy to use, rich in functions, stable and reliable. It has advanced functions such as Smooth 
MicroJoint, Speedy Piercing, integrated QR scanner and Circle Center Calibration to meet various 
processing needs.

• Fast Piercing
With Boci BLT autofocus cutting head, international first-class laser device and other gas
control components, The pierced holes will remain unchanged in shape, be smooth in cutting 
surface, high in precision.



Cutting Speed

Material 1KW 2KW 3KW Cutting Gas

Thickness Speed Thickness Speed Thickness Speed

Stainless steel

1 mm 16 m/min 1 mm 25 m/min 1 mm 40m/min N2/Air

2 mm 6 m/min 3 mm 4.5 m/min 3 mm 8.5m/min N2/Air

3 mm 1.8 m/min 5 mm 1.3 m/min 8 mm 1.0 m/min N2/Air

Carbon steel

1 mm 15 m/min 1 mm 23 m/min 1 mm 35m/min N2

2 mm 5.5 m/min 3 mm 4m/min 3 mm 4.5 m/min O2

3 mm 3 m/min 6 mm 1.6 m/min 6 mm 1.8 m/min O2

4 mm 1.8 m/min 8 mm 1.2 m/min 10 mm 1.1 m/min O2

6 mm 1.2 m/min 10 mm 1.0 m/min 12 mm 0.9 m/min O2

8 mm 0.8 m/min 14 mm 0.7 m/min 16 mm 0.7 m/min O2

Brass
1 mm 7 m/min 1 mm 12 m/min 1 mm 15 m/min N2/Air

1.5 mm 4.5 m/min 3 mm 2.3 m/min 4 mm 2 m/min N2/Air

Aluminum
1 mm 8 m/min 1 mm 13 m/min 1 mm 27 m/min N2/Air

2 mm 3 m/min 3 mm 3.5 m/min 3 mm 7 m/min N2/Air



Machine Details

Axis Marking & Guarding

Visible axis identification and guarded 
motion components.

Debris Collection Area

Side collection trays provide access to 
cutting residue.

Cable Management

Large drag chains guide and protect 
machine cabling.

Actual machine photos • ALPHA CNC 3015L / 3000W configuration



Electrical & Control

Power Distribution Control Electronics

Clearly labelled wiring • accessible contactors and breakers • organised control cabinet



Typical Running Cost 

Running cost of 3015L fiber laser cutter 

Item Description

Mild steel with 

laser grade 

oxygen

Stainless steel 

cutting with 

nitrogen

cutting with 

compressed air

1 Power consumption US$4/hour based on 15Kw/hour

US$8/hour 

based 

on 25Kw/hour

2

Consumables cost

(protective mirror, 

nozzle, ceramics)

About US$1/hour 

3 Maintenance

US$2000/year

US$0.6/hour based on 

38hours/week and 52 weeks/year

US$3000/year

4 Gas consumption
US$2/hour

2mm nozzle

US$12~20 /hour

2mm nozzle
$0

Machine devaluation:  

$86/week (10 years life and 

US$45,000 machine price)

US$2.5/hour

Labour cost US$30/hour

Total running cost US$39/hour US$51~59/hour US$40/hour



Yangzhou Alpha CNC Equipment Co. Ltd

22 Dongzhuang Road, Guanglin Industrial Zone, Yangzhou, Jiangsu, China 
Web: www.yzalphalaser.com

Email: sales@yzalphalaser.com
Phone:+86 13773549339

Philippine Branch:

Alpha CNC Group Philippines

+63 960 578 0329

NMPI Road, Nissan Technopark,

Santa Rosa, Laguna 4026
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